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brick corbel detail or precast 

3 
dpc below 
brick corbel 

3 
dpc below 
precast coping 

flue liner 

3. dpc 

tray 2 

tray 1 

concrete finish or similar 

max height of 
stack is 4.5 x 
smallest width 

use code 4 lead sheet 
dpc (coated both sides 
with bitumen paint) for 

not less than 

chimney trays 

150mm 

not less 
than 
150mm 

(recommended 50mm). Also dressed up inside flue liner 
Code 4 lead dpc dressed up in roof space min 25mm 

25mm, tray coinciding with flue liner joint. 

Position of lead trays in a typical chimney 

Points to watch 

1. Ensure that all gas flues terminate to the open air i.e. 
flue blocks must terminate at an appropriate ridge 
vent or similar even where no appliance is fitted prior 
to the sale /occupancy of the property. 

2. Use code 4 lead sheet dpcs, coated both sides with 
bitumen paint, for tray positions 1 and 2 indicated 
above. For position 3 above, use either lead, engineering 
bricks or other dpc suitable for exposure below coping 
or brick corbel . 

3. Provide a minimum of 2 No weep holes at the external 
front of each tray to release any moisture build-up. 

4. The mortar mix, above the roof line, should generally 
be 1:21⁄2-31⁄2 (masonry cement : sand). 

5. Flue liners to be used as specified with sockets upper 
most and jointed with fire resisting mortar. 

6. The height of an unrestrained chimney should not be 
greater than 41⁄2 times the least horizontal dimension of 
the chimney (for a minimum masonry density of 
1500kg/m3). Chimneys should terminate outside the 
shaded areas indicated on the applicable diagram overleaf. 

7. Provide code 4 lead dpc trays, lead flashing details and 
associated weep holes to external chimney breasts. 

use square or 

lead 
trays 

round flue liner 
(sockets 
uppermost) 

100mm 

or 

25mm 

not less than 150mm flashings 
of code 4 lead tucked under code 4 lead dpc tray and 
chased into at least 25mm of brickwork 

Lead flashing detail to a typical chimney 
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lead tray dressed up code 4 lead dpc tray 
outside flue liner to 
maintain 'seal' of liner 
at low level 

weepholeweephole 

code 4 lead 
flashings chased 
into brickwork 

Lead Flashing and tray detail to a typical chimney breast 

1.2m 
not less 

than 
2.3m 

0.6m 

0.6m 

2.3m 2.3m 

1m 

1m 

Note: The top of the chimney stack should terminate outside the 
shaded area and be not less than 2.3m horizontally from roof. 

2.3m 

1m 

adjoining 
building 

1m 

Minimum chimney heights 
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